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Funktionsbeschreibung 
 

Das Ladegerät startet den Ladevorgang automatisch, sobald die Batterie angeschlossen, der Netzstecker 
eingesteckt und die Maschine den Ladevorgang freigegeben hat. Der Losfahrschutz ist ein potentialfreier 
Kontakt, der die Nutzung der Maschine während des Ladevorgangs verhindert. 
Anfangs werden mit Beginn der Batterieladung die Batterieverbindungen überprüft. Während der Ladung 
werden die einzelnen Ladezustände aufeinanderfolgend durchlaufen und über das Display angezeigt. 
Nach Beendigung der Nachladung ist die Batterie vollständig geladen. Das Gerät schaltet in das Lade-
ende und anschließend automatisch in den Ladeerhaltungsbetrieb.  
Voraussetzung für eine vorschriftsmäßig vollgeladene Batterie ist ein ununterbrochener Ladevorgang. 
Zwischenzeitliches Unterbrechen der Ladung kann Kapazitätsverlust und einen frühzeitigen Ausfall der 
Batterie verursachen. 
 

 „Batterie fehlt“ wird beim Einschalten des Gerätes sofort und während des Betriebes nach 

max. 60 Sekunden nach Batterietrennung erkannt angezeigt.  

Innerhalb dieser Zeit darf die Batterie nicht verpolt angeschlossen werden!  

Wird die Batterie wieder angeschlossen, schaltet das Gerät wieder ein.  
 

Signalisierung des Betriebszustandes über externes LCD-Display 
 

 LCD-Anzeige  

Betriebszustand  

während der Ladung     

 

Hauptladung (UBat < 2V/Z) X     

Hauptladung  X    

Nachladung   X   

Ladeende/Ladeerhaltung    X  

Betriebszustand  

im Fehlerfall*     
Details 

Batteriefehler 

(Batterie fehlt, verpolt oder defekt) 
   X UBat < 0,2 V/Z 

Batteriespannung  

(beim Einschalten zu hoch) 
   X 

UBat > 2.4 V/Z 
automatische Einschaltung, 
wenn UBat < 2.4 V/Z 

Zeitfehler 

(Batteriekapazität zu hoch,  

Batterie tiefentladen oder defekt) 

 X   

UBat < 1.5 V/Z länger als 
40 Minuten; 
Konstantstromphase (I1) 
dauert zu lange  

Temperaturfehler 

(Temperatur im Ladegerät zu hoch) 
  X  

Gerät überhitzt,  
Verschmutzung,  
Raumtemperatur zu hoch  

Systemfehler 

(sonstiger Defekt) 
   X 

interner Gerätefehler 
(Servicefall) 

 

* Im Fehlerfall blinkt die Batteriesymbol-Umrandung sekündlich. 
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Controlled battery charger for lead batteries with liquid and 
solid electrolyte in SNT technology 

 

controlled backup charging – reverse battery protection – 

protection against short circuit – constant conservation of charge – 

low AC-current 

General information 
 

The housing of the battery charger is made of enclosed sheet metal steel. 
The mains connection is made via a special mains connection cable. 
Mains fuse (F1): Micro fuse 5x20 mm. Back-up only through value resembles T 10 AH 250V. 
The battery charger is protected against short circuits and equipped with a reverse battery protection. 
The operating status is indicated with an external LCD-display. 
The battery charger should only be opened by qualified personnel. 
The charger is especially designed for cleaning machines of the type Scrubmaster B175R and has to be 
used only in combination with these machines. 

Attention: Non-rechargeable batteries can not be charged with this battery charger. 
 

Initial operation 
 

The battery type used in the machine must be set before commissioning (customer service). 
The mains connection (230V AC, 50-60Hz) has to be implemented with a delay-action fuse. 
The charger is connected to the mains with the mains plug.  
To charge the battery, follow the instructions of the battery manufacturer! 
 

Important note 
 

Before using a new battery for the first time, initial operation charge is always required (please see also 
battery manual). This is accomplished by doing a regular charging process. Only after the charge cycle is 
fully completed with the “End of Charge” indication, the machine can be used.  
For maintenances-free PzV-batteries an additional 15h compensation charge is recommended. 
 

Sequence of connection 
 

The charger has to be disconnected form the mains supply before connecting/disconnecting the charge 
plug/cables to the battery. 
 

The battery charger complies with the protection regulations of the low voltage guideline 2014/35/EU and 
the guideline for electromagnetic compatibility 2014/30/EU. 

 
 

EN 60 335-1 
EN 60 335-2-29 

EN 60 335-2-72 
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Functional description and monitoring of charging process 
 

The battery charger begins to charge automatically as soon as the battery is connected, the mains plug 
is plugged in and the machine has enabled the charging process. The driving-off protection is a poten-
tial-free contact preventing the use of the machine during the charging process. 
At first the battery connections are checked at the start of battery charging. During charging, the charg-
ing states are sequentially run through and shown on the display. After completing the backup charge, 
the battery is completely charged. Afterwards the device automatically switches to end of charge with a 
constant conservation of charge.  
An uninterrupted charging process is a prerequisite for a properly fully charged battery. Interrupting the 
charge in the meantime can cause loss of capacity and premature battery failure. 
 

“Battery not connected” is detected immediately when switching on the battery charger during 

operation and also at the latest 60 seconds after disconnecting the battery.  

Please make sure that there is no reverse connection of the battery during this time!  

When the battery is connected again, the charger switches on again.  
 

Indication of operating status by the external display 
 

 LCD-display  

operating status  

during charging     

 

Main charge VBat < 2VpC X     

Main charge  X    

Backup charge   X   

End of charge/Conservation of charge    X  

operating status 

during malfunction*     
details 

Battery malfunction 

(battery missing, reverse polarity or 

defective) 

   X VBat < 0,2 VpC 

Battery voltage  

(during start-up too high) 
   X 

VBat > 2.4 VpC 
automatic switch on, as 
soon as VBat < 2.4 VpC 

Time malfunction 

(battery capacity too high,  

battery deeply discharged or defective) 

 X   

VBat < 1.5 VpC for longer 
than 40 minutes; 
constant current phase 
(I1) too long  

Temperature malfunction 

(temperature in the charger too high) 
  X  

charger overheated,  
charger polluted, ambient 
temperature too high  

System malfunction 

(other defect) 
   X 

internal device error 
(case of service) 

 

* If there is a malfunction, the battery frame is flashing once a second. 
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Gesteuertes Ladegerät für Bleibatterien mit flüssigen und 
festgelegten Elektrolyten in getakteter Technik 

 

gesteuerte Nachladung – verpolgeschützt – kurzschlussfest –  

konstante Ladeerhaltung – geringer Wechselstromanteil 

Allgemeines 
 

Das Ladegerät ist in einem Stahlblechgehäuse untergebracht. 
Der Netzanschluss erfolgt über ein separates Spezial-Netzkabel. 
Netzsicherung (F1): Feinsicherung 5x20 mm. Ersatz nur durch gleichen Wert T 10 AH 250V.  
Das Ladegerät ist kurzschlussfest und verpolgeschützt. 
Die Anzeige des Betriebszustandes erfolgt mit einem separaten LCD-Display. 
Das Ladegerät darf nur von eingewiesenem Fachpersonal geöffnet werden. 
Das Ladegerät ist für den Einbau in den Nassreinigungsmaschinen Scrubmaster B175R ausgelegt und 
darf nur im eingebauten Zustand mit diesen Maschinen betrieben werden. 

Achtung: Nicht wieder aufladbare Batterien dürfen nicht verwendet werden! 
 

Inbetriebnahme 
 

Vor Inbetriebnahme ist der in der Maschine verwendete Batterietyp einzustellen (Kundendienst). 
Bei Netzanschluss (230V AC, 50-60Hz) des Batterieladegerätes ist darauf zu achten, dass die Netz-
steckdose mit einer trägen Sicherung abgesichert ist. 
Das Ladegerät wird mit dem Netzstecker an eine entsprechende Netzsteckdose angeschlossen. 
Zur Ladung der Batterie sind die Vorschriften des Batterieherstellers zu beachten!  

 

Wichtiger Hinweis 
 

Vor dem Ersteinsatz einer neuen Batterie ist in jedem Fall eine Inbetriebsetzungsladung erforderlich 
(siehe auch Gebrauchsanweisung der Batterie). Dazu ist ein normaler Ladevorgang durchzuführen. Erst 
wenn der Ladevorgang ordnungsgemäß mit „Ladeende“ abgeschlossen wurde, kann die Maschine in 
Betrieb genommen werden.  
Bei wartungsfreien PzV-Batterien sollte zusätzlich die 15-stündige Ausgleichsladung erfolgt sein. 
 

Reihenfolge des Anschlusses 
 

Das Ladegerät ist erst vom Netz zu trennen, bevor die Batterie angeschlossen oder getrennt wird. 
 

Das Ladegerät entspricht den Schutzbestimmungen der Niederspannungsrichtlinie 2014/35/EU und 
der Richtlinie über elektromagnetische Verträglichkeit 2014/30/EU. 
 
  
 

EN 60 335-1 
EN 60 335-2-29 

EN 60 335-2-72 


